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ABOUT JEYCO 

Jeyco is a wholly Australian owned company specialising in the supply of quality mooring and 
towing equipment for the Offshore, Commercial Marine, Aquaculture and Fishing industries, as 
well as being a major supplier to the Military, both in Australia and overseas. Jeyco is located in 
Bibra Lake industrial area of Western Australia within close proximity to the marine industries. 

Jeyco is an experienced leader in the field of mooring equipment design and supply, and the 
developers of the Super High Holding Power Holdfast series of anchors as well as the Stingray 
series of High Performance Class 1 anchors for permanent mooring applications and Jeyco 
Synthetic Mooring Buoys. 

A select team of experienced personnel with many years of experience in the supply of quality 
mooring and marine rigging equipment are employed to offer the client assistance in mooring 
everything from small boats to Naval vessels through to the largest offshore systems. 

The Jeyco STINGRAY High Performance anchor exhibits holding powers far in excess of 
traditional anchors and can offer the operator substantial saving in terms of freight and handing, 
cost of holding power and associated chain and jewellery. 

Jeyco represents some of the worlds finest manufacturers of mooring equipment including 
Puget Sound Ropes of the USA, makers of the amazing Plasma fibre rope that is stronger than 
steel. Jeyco also has access to global companies producing Fenders, Chain, Navigation Lights 
and Aids as well as equipment not available off the shelf in Australia. 

Jeyco carries large stock of studless and stud link chain and fittings,, large diameter high quality 
fibre ropes such as Akwaflex as well as large range of Nylon and Polyester ropes, high capacity 
shackles, and other mooring equipment. 

Jeyco can design and manufacture individual pieces of gear or complete systems to offer a total 
design and supply service for all your mooring needs. We have developed strategic alliances 
that allow us the tackle large supply and installation projects such as those recently completed 
for the WA Department of Transport, Onslow Salt and many others from the single cyclone 
moorings to total fleet coverage. 

Jeycoôs reference list of satisfied customers is most impressive with many of the Worldôs major 
players in their various areas having used Jeyco. For instance we supplied the largest ever 
floating towlines for an Offshore tow and installation to Exxon Mobil for a large project in Angola. 
We have also completed large moorings in Italy for one of the Worldôs foremost fish farm 
suppliers, Fusion Marine of the UK. 

Jeyco is also a specialist supplier to the military, both within Australian and overseas where our 
solutions have offered better value for money and operational integrity. For instance we are the 
sole source for a number of products including specific mooring ropes, embarkation equipment 
and rapid deployment solutions. Jeyco is the nominated ñDesign Authorityò for some specific 
solutions for the Australian Military. 
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PLASMA 12 ï STRAND   

ñSTRONGER THAN WIRE ROPE, SAFER THAN WIRE ROPEò. 
ñTHE WINCH ROPE OF THE FUTUREò. 

 
DESTRUCTION TEST RESULTS FOR WIRE ROPE & PLASMA 12 STRAND ROPE: 

Test certificates supplied by Warn Winch, for wire rope that is fitted to a Warn winch as standard 
equipment: 

5/16ò (8mm) failed at 10,230lbs (4.4 tonne) 

3/8ò (9mm) failed at 15,210lbs (6.9 tonne) 

Test certificates supplied by Puget Sound Rope for the Plasma 12 Strand Rope: These 
destruction tests were performed in accordance with the American Bureau of Shipping and the 
Cordage Istitue.  

5/16ò (8mm) broke at 14,900lbs (6.76 tonne) MBS 

3/8ò (9mm) broke at 22,400lbs (10.17) tonne) MBS 

PLASMA 12 ï STRAND 

THE WORLD STRONGEST ROPE  

PLEASE NOTE: ABS conduct the most stringent of all destruction tests. Unlike P.S.R. most 
rope manufacturers will only show an un-spliced average Minimum Breaking Strain. This is 
determined by the average failure reading over many break tests, not the worst, and a further 
10% needs to be deducted for loss of strength due to the splice.  BE AWARE OF INFERIOR 
PRODUCTS. 
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PLASMA 12 STRAND THE WINCH ROPE OF THE 

FUTURE 

 

When youôre spooled with Plasma 12 Strand you will find that winching will be 
safer, quicker, and a far more controlled recovery. 
 
SAFE AND USER FRIENDLY 
 

¶ Plasmaôs Light weight reduces the risk of back injuries 

¶ Reduces hand injuries ï No broken wire (fish hooks) 

¶ Environmental safe ï no wire rope lubrication 

¶ No kinking 

¶ Lays flat on drum ï No óspring backô as with wire 

¶ Reduces drum diameter increasing winching power 

¶ Allows for greater recovery distance 

¶ No compression damage ï óbird cagingô as with wire 

¶ Easily and quickly spliced 

¶ Excellent abrasion resistance 

¶ The rope is balanced in its construction, so it doesnôt want to twist 

¶ A massive weight saving forward of the front axle, 8mm weighs only 3.7kg/ 100 metres 

¶ Whipping and re-coil is minimal on breakage, minimal kinetic energy. 

¶ Transportation cost is greatly reduced, due to a reduction in size and weight 

¶ The rope floats on water and does not absorb water 

¶ Generally 40% stronger than the same diameter wire rope. 
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PLASMA BOG STROPS  

3200 SERIES 

 

Code 
Min Length 

(metre) 

Minimum 
Breaking Load 

(tonnes) 

Mass per Min 
Length (kg) 

Mass per metre 
(kg) 

BS32188 5 88.9 5.10 0.7 

BS322151 3 151.0 5.10 1.6 

BS323226 3 226.0 7.09 2.45 

BS324302 3 302.0 9.14 3.3 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

4400 SERIES 

Code 
Min Length 

(m) 

Minimum 
Breaking Load 

(tonne) 

Mass per Min 
Length (kg) 

Mass per metre 
(kg) 

BS442241 3 241.0 10.30 2.45 

BS443362 3 362.0 14.16 3.80 

BS444482 3 482.0 17.90 4.95 
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PLASMA 12 STRAND  

Plasma 12 strand is the highest strength synthetic rope available. Plasma 12 strand is 
manufactured from Honeywell Spectra Fiber that has been enhanced by Puget Sound Ropeôs 
patented recrystallization process. This process is especially effective in medium to large 
diameter ropes where strengths are over 50% higher and creep is significantly less than that of 
standard Spectra 12 strand. 

Plasma 12 strand comes standard with a polyurethane finish and is easily spliced using a simple lockstitch 
type splice, 4-3-2 or 5-4-3 Tuck splice. Its soft, torque free braided construction provides easy handling. 

 

Dia 
(mm) 

Approx 
Weight 

(kg/100m) 

Min Tensile 
Strength 
(tonne) 

1 0.1 0.12 

1.25 0.1 0.17 

1.5 0.1 0.21 

1.75 0.2 0.34 

2.5 0.4 0.63 

3 0.8 1.27 

5 1.7 2.50 

6 2.4 3.63 

8 3.7 5.30 

9 5.5 7.93 

11 6.3 9.52 

12 9.5 14.19 

14 11.8 17.19 

16 15.8 23.30 

18 19.8 31.06 

20 23.7 33.56 

22 29.2 41.99 

24 34.8 49.88 

28 47.5 66.66 

30 53.9 74.82 

32 62.1 88.88 

36 76.9 100.21 

40 97.8 131.95 

44 116.7 142.38 

48 136.0 160.97 

52 162.2 194.07 

56 181.6 218.10 

60 220.2 240.34 

64 248.5 270.24 

68 278.3 299.27 

72 318.5 353.68 

76 349.7 385.40 

80 388.4 426.23 

88 482.2 566.80 

96 586.4 689.23 
 

 
 
 
 
 
 
 

¶ Highest strength 

¶ Lowest stretch 

¶ Low creep 

¶ Soft hand 

¶ Torque free 

¶ Easy splicing 

¶ Floats 

Specific Gravity 0.98* 
Melting Point 140°C* 
Critical temp 65°C* 
Coefficient of friction 0.09 ï 0.12* 
Elongation at break 4% - 5% 
Fibre water absorption 0% 
UV resistance excellent 
Wet abrasion superior 
Dry abrasion superior 
 
* - value based on data supplied by the fibre 
manufacturer for new, dry fiber 
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CHAIN AND FITTINGS 

STUD LINK CHAIN 

 
 

STUDLESS CHAIN 
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STUDLINK CHAIN - GRADE 3 

Available Galvanised or Black ï Larger sizes available on request. 

 

Code 
Dia. 
[óDô] 
(mm) 

Proof 
Load 

(tonne-f) 

Break 
Load 

(tonne-f) 

Weight 
kg/ 

27.5m 

Weight 
kg/m 

CSL312B/G 12.5 9.4 13.5 11 4.0 

CSL314B/G 14 11.8 16.8 130 4.7 

CSL316B/G 16 15.3 22.0 170 6.2 

CSL317B/G 17.5 18.3 26.1 180 6.5 

CSL319B/G 19 21.5 30.7 220 8.0 

CSL320B/G 20.5 24.9 35.6 260 9.4 

CSL322B/G 22 28.6 40.9 300 10.9 

CSL324B/G 24 33.9 48.5 340 12.4 

CSL326B/G 26 39.7 56.7 405 14.7 

CSL328B/G 28 45.8 65.5 475 17.3 

CSL330B/G 30 52.4 74.9 545 19.8 

CSL332B/G 32 59.4 84.9 615 22.4 

CSL334B/G 34 66.8 95.5 690 25.1 

CSL336B/G 36 74.6 107.0 775 28.2 

CSL338B/G 38 82.8 118.0 760 31.3 

CSL340B/G 40 91.4 131.0 950 34.5 

CSL342B/G 42 100.0 143.0 1040 37.8 

CSL344B/G 44 110.0 157.0 1130 41.1 

CSL346B/G 46 119.0 171.0 1240 45.1 

CSL348B/G 48 130.0 185.0 1345 48.9 

CSL350B/G 50 140.0 200.0 1455 52.9 

CSL352B/G 52 151.0 215.0 1575 57.3 

CSL354B/G 54 162.0 231.0 1690 61.4 

CSL356B/G 56 174.0 248.0 1810 65.8 

CSL358B/G 58 185.0 265.0 1945 70.7 

CSL360B/G 60 198.0 282.0 2075 75.4 

CSL362B/G 62 210.0 300.0 2220 80.7 

CSL364B/G 64 223.0 319.0 2370 86.2 

CSL366B/G 66 236.0 337.0 2525 91.8 

CSL368B/G 68 250.0 357.0 2685 97.6 

CSL370B/G 70 263.0 376.0 2850 103.6 

CSL373B/G 73 285.0 407.0 3100 112.7 

CSL376B/G 76 307.0 438.0 3360 122.2 

CSL378B/G 78 322.0 459.0 3535 128.5 

CSL381B/G 81 345.0 492.0 3820 138.9 

CSL384B/G 84 368.0 526.0 4105 149.3 

CSL387B/G 87 393.0 561.0 4405 160.2 

CSL390B/G 90 417.0 596.0 4705 171.1 

CSL392B/G 92 434.0 620.0 4905 178.4 

CSL394B/G 94 460.0 657.0 5210 189.4 

CSL397B/G 97 477.0 682.0 5425 197.3 

CSL3100B/G 100 504.0 720.0 5745 208.9 

CSL3102B/G 102 522.0 746.0 5970 217.1 

CSL3105B/G 105 550.0 785.0 6320 229.8 

CSL3107B/G 107 568.0 812.0 6575 239.1 

CSL3111B/G 111 606.0 865.0 7080 257.4 

CSL3114B/G 114 635.0 907.0 7475 271.8 

CSL3117B/G 117 664.0 948.0 7870 286.2 

CSL3120B/G 120 694.0 991.0 8270 300.7 

CSL3122B/G 122 714.0 1019.0 8550 310.9 

CSL3124B/G 124 734.0 1048.0 8835 321.3 

CSL3127B/G 127 764.0 1092.0 9270 337.1 

CSL3130B/G 130 795.0 1136.0 9710 353.1 

CSL3132B/G 132 816.0 1165.0 10005 363.8 
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STUDLINK CHAIN ï OFFSHORE GRADE 

Dia. 
(mm) 

Grade R3 Grade R3S Grade R4 

Weight 
(kg/m) 

Proof 
Load 

(tonnes) 

MBL 
(tonnes) 

Proof 
Load 

(tonnes) 

MBL 
(tonnes) 

Proof 
Load 

(tonnes) 

MBL 
(tonnes) 

50 150.87 227.32 183.49 253.82 220.18 279.31 54.75 

52 162.49 244.85 197.66 273.39 237.21 300.92 59.22 

54 174.52 263.00 212.33 293.68 254.74 323.14 63.86 

56 186.95 281.75 227.42 314.58 272.88 346.18 68.68 

58 199.80 301.02 242.92 336.09 291.54 369.83 73.67 

60 212.95 320.80 258.92 358.21 310.70 394.19 78.84 

62 226.40 341.18 275.33 380.94 330.48 419.16 84.18 

64 240.27 361.98 292.25 404.18 350.66 444.85 89.70 

66 254.43 383.38 309.48 428.13 371.36 471.05 95.40 

68 269.01 405.30 327.12 452.60 392.56 497.96 101.27 

70 283.89 427.73 345.26 477.57 414.27 525.59 107.31 

73 306.83 462.28 373.09 516.21 447.71 567.99 116.71 

76 330.48 497.86 401.83 555.96 482.26 611.72 126.49 

78 346.59 522.22 421.51 585.08 505.81 641.69 133.24 

81 371.36 559.63 451.68 624.87 542.00 687.56 143.69 

84 396.84 597.96 482.67 667.69 579.20 734.76 154.53 

87 422.94 637.31 514.37 711.62 617.33 783.08 165.76 

90 449.75 677.57 546.89 756.57 656.37 832.52 177.39 

92 467.89 704.99 569.01 787.16 682.87 866.16 185.36 

95 495.62 746.79 602.75 833.84 723.34 917.53 197.65 

97 514.48 775.13 625.69 865.44 750.76 952.40 206.06 

100 543.12 818.35 660.55 913.76 792.66 1005.50 219.00 

102 562.59 847.60 684.20 946.48 821.00 1041.49 227.85 

105 592.15 892.25 720.18 996.23 864.22 1096.23 241.45 

107 612.13 922.32 744.55 1029.87 893.37 1133.33 250.73 

111 652.80 983.69 793.99 1098.37 952.80 1208.56 269.83 

114 683.89 1030.48 831.70 1150.56 998.06 1266.06 284.61 

117 715.39 1077.88 870.03 1203.57 1044.04 1324.46 299.79 

120 747.30 1126.10 908.87 1257.29 1090.72 1383.59 315.36 

122 768.81 1158.51 935.07 1293.58 1122.12 1423.45 325.96 

124 790.52 1191.23 961.47 1330.07 1153.82 1463.61 336.73 

127 823.45 1240.67 1001.43 1385.42 1201.73 1524.46 353.23 

130 856.68 1290.83 1041.90 1441.28 1250.25 1586.03 370.11 

132 879.00 1324.46 1069.11 1478.90 1282.87 1627.42 381.59 

137 935.58 1409.68 1137.82 1574.01 1365.44 1732.11 411.04 

142 992.97 1496.13 1207.65 1670.54 1449.13 1838.23 441.59 

147 1051.07 1583.69 1278.29 1768.30 1533.94 1945.87 473.24 

152 1109.79 1672.27 1349.75 1867.18 1619.78 2054.64 505.98 

157 1169.11 1761.67 1421.92 1967.07 1706.32 2164.53 539.81 

162 1228.95 1851.78 1494.70 2067.69 1793.68 2275.23 574.74 

167 1289.19 1942.51 1567.89 2169.01 1881.55 2386.75 610.77 

172 1349.64 2033.64 1641.49 2270.74 1969.83 2498.78 647.89 

177 1410.40 2125.08 1715.29 2372.88 2058.41 2611.11 686.11 
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STUDLESS CHAIN - GRADE 2  

Available Galvanised or Black ï Larger sizes available on request. 

 

Code 
Dia. 

(mm) 

Proof 
Load 

(tonne) 

Breaking 
Load 

(tonne) 

Weight 
(kg/m) 

CSLESS214B/G 14 5.20 11.82 3.96 

CSLESS216B/G 16 6.75 15.29 5.18 

CSLESS218B/G 18 8.59 19.37 6.55 

CSLESS220B/G 20 10.59 22.43 8.08 

CSLESS222B/G 22 12.78 28.54 9.78 

CSLESS224B/G 24 15.28 33.84 11.65 

CSLESS225B/G 25 16.59 36.70 12.63 

CSLESS226B/G 26 17.88 39.65 13.66 

CSLESS228B/G 28 19.28 45.77 15.85 

CSLESS230B/G 30 20.77 52.40 18.18 

CSLESS232B/G 32 23.87 59.43 20.69 

CSLESS234B/G 34 27.07 66.77 23.36 

CSLESS236B/G 36 34.26 74.62 26.18 

CSLESS238B/G 38 38.17 82.77 29.17 

CSLESS240B/G 40 42.25 91.34 32.32 

CSLESS242B/G 42 46.66 100.00 35.64 

CSLESS244B/G 44 51.24 110.09 39.11 

CSLESS246B/G 46 55.94 119.27 42.75 

CSLESS248B/G 48 60.94 129.46 46.54 

CSLESS250B/G 50 66.14 139.65 50.50 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 




