
 
 
 
 

 
 
 

Chain and Fittings 

 
 

Grade 3 Mooring Rings 
 
Mooring Rings are generally used as central joining points for mooring systems. 
 
 

 
 
 
 

Nominal 
Chain Size 

(mm) 

 

 
Diameter 

(mm) [‘Ød’] 

 
Overall 

Diameter 
[‘ØA’] 

 
Weight 

Per Piece 
(kg) 

Minimum 
Break 
Load 

(tonne) 

 
Proof 

Load 
(tonne) 

19 30.4 (+1.5,-1.0) 152 (+/-7.6) 2.18 30.7 21.5 

25 40.0 (+2.0,-1.0) 200 (+/-10.0) 4.96   

32 51.2 (+3.0,-1.5) 256 (+/-12.8) 10.39 84.9 59.4 

40 64.0 (+2.0,-1.5) 320 (+/-16.0) 20.31 131.0 91.4 

50 80.0 (+3.0,-0.5) 400 (+/-20.0) 39.67 200.0 140.0 

56 89.6 (+3.0,-0.5) 448 (+/-22.4) 55.77 248.0 174.0 

64 102.4 (+3.0,-0.5) 512 (+/-25.6) 83.20 319.0 223.0 

76 121.6 (+3.0,-0.5) 608 (+/-30.4) 139.30 438.0 307.0 
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